


Features and Benefits
40kHz Input Frequency Standard on all Units... High
Speed, High Resolution, and Precision Counting &
Batching Application Capabilities.

RS 485 Modbus, Ethernet, & Wireless Communication
Options... Integrated "Real Time" Production Data
Capabilities, and Improved Uptime with Easy to Use
Machine Diagnostics.

Bright Eight Digit, 0.4" high, 14 Segment, Alpha Numeric
LED Display... Easy to Read!  Easy to See!  Easy to
Understand!  No more hard to interpret coded
language!

Programmable decimal point out to the 5th digit...
Control and Positional Accuracy within a 1000th of an
inch for High Speed and High Resolution Applications.

Removable Terminal Blocks...
Ease of Maintenance and Installation.

®

 

edoCerutaeF
3 Solid State Outputs 1
3 Solid State and Relay Outputs 2
8 Solid state outputs (MC6S) 5
8 Soild state outputs & 3 relay outputs (MC6S) 6
7 Solid state outputs (MC6) 7
7 Solid state outputs & 3 Relay outputs (MC6) 8

Optional Outputs

edoCerutaeF
2 Wire RS485 (standard) 1
4 Wire RS485 2
Ethernet - Modbus 3
Wireless - Zigbee 4
Devicenet 5
Pro�bus-DP 6

Communications

edoC           erutaeF
Universal Power 85 - 265 VAC 1
12 VDC 2

Input Power Supply

edoC                    erutaeF
         enon 0
         )6CM( teserP ageM 1

Sequential Programmable Preset (MC6S)          3

Count Options

CM030  1    1    1    1    1    0

Note: For additional Ordering Structure, consult factory
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