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Features
• Transformer size from 250 VA through 3000 VA
• Power-on pilot light
• All overcurrent protection provided - primary

fuses CLASS CC  secondary fuses 13/32" x 11/2"
• Units 1000 VA and above include two (2)

covered 15 Amp duplex receptacles
• Switch can be locked in off position with up to

three (3) padlocks
• Enclosure seams are continuously welded
• Continuous hinged door with neoprene gasketing

• Other options available, including  label

The Daykin GPFS Series is a NEMA 12 enclosed transformer disconnect suitable for mounting on
the outside of an electrical control panel. This enclosure has provisions for base or side mounting.
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Approx. Weight

(LBS)

052À 90–SFPG ÁFNM   2 – 37
005À 70–SFPG ÁFNM   5 – 39
057À 31–SFPG ÁÁÁFNM   7 – 43
0001 50–SFPG ÁÁÁFNM   2 7ÁÁMNF 44
0051 30–SFPG ÁÁÁFNM   5 8ÁMNF 56
0002 10–SFPG ÁÁÁFNM   8 MNF 01 60
0003 51–SFPG ÁÁ MNF 51 66
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TRANSFORMER DISCONNECT
GPFS SERIES 

R-JAN05

www.daykin.com
LIVONIA, MICHIGAN

FNQR 3
FNQR 5
FNQR 5
FNQR 8
FNQR 12
FNQR 15

FNQR 2

POWER
ON

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

FNM 10

List

$   654.00
Price

$   659.00
$   675.00
$   775.00
$   842.00
$   875.00
$1,085.00
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TRANSFORMER DISCONNECT
STDAB1 SERIES

Transformer
VA Rating Model Priamary Fuses

F1 and F2
Secondary Fuse

F3
Approx. Weight

(LBS)

1000 � FRSR 3 FRNR 10 57

1500 � FRSR 4 FRNR 15 68

2000 � Á FRSR 6 FRNR 20 72

3000 � FRSR 8 FRNR 25 81

Features
� Transformer size from 1000 VA

through 3000 VA
� Power-on pilot light
� All overcurrent protection provided -

primary and secondary fuses
CLASS RK-5

� Lockable Allen Bradley 30 Amp
disconnect switch with max 200 kA 

� All enclosure seams are continuously
welded

� Continuous hinged door with
gasketing

� Other options available - contact
the factory

The Daykin STDAB1 Series is a NEMA 12 enclosed transformer disconnect with a flange mounted  
disconnect switch. This enclosure has provisions for base or side mounting.

POWER
ON

www.daykin.com
LIVONIA, MICHIGAN

R-JAN05
www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

STDAB1   05

STDAB1   03

STDAB1   01

STDAB1   15

List

$1,367.00

Price

$1,434.00

$1,467.00

$1,523.00

short circuit protective current
� Visible Blade Construction for Safety
� Protective Fuse Cover with Door
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TRANSFORMER DISCONNECT
STDCH SERIES

Transformer
VA Rating Model Primary Fuse

F1 and F2
Secondary Fuse

F3
Approx. Weight

(LBS)

1000 �STDCH    05 FRSR 3 FRNR 10 57

1500 �STDCH    03 FRSR 4 FRNR 15 68

2000 �STDCH    01 Á FRSR 6 FRNR 20 72

3000 �STDCH    15 FRSR 8 FRNR 25 81

Features
� Transformer size from 1000 VA

through 3000 VA
� Power-on pilot light
� All overcurrent protection provided

- primary and secondary fuses
CLASS RK-5

� Lockable Cutler Hammer 30 Amp

� All enclosure seams continuously
welded

� Continuous hinged door with
gasketing

� Other options available - contact
the factory

The Daykin STDCH Series is a NEMA 12 enclosed transformer disconnect with a flange mounted
disconnect switch. This enclosure has provisions for base or side mounting.

www.daykin.com
LIVONIA, MICHIGAN

POWER
ON

R-JAN05

List

$1,517.00

Price

$1,540.00

$1,617.00

$1,661.00

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

disconnect switch with 200 kA 
short circuit protective current
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TRANSFORMER DISCONNECT
STDSD SERIES

Features
� Transformer size from 1000 VA through

3000 VA
� Power-on pilot light
� All overcurrent protection provided -

primary and secondary fuses CLASS RK-5
� Lockable Square-D 30 Amp disconnect

� All enclosure seams continuously 
welded

� Continuous hinged door with neoprene
gasketing

� C-Fold/Super Seal around door opening
channels away liquids and contaminants

� Other options available - contact the factory

The Daykin STDSD Series is a NEMA 12 enclosed transformer disconnect with a flange mounted
disconnect switch. This enclosure has provisions for base or side mounting.

www.daykin.com
LIVONIA, MICHIGAN

POWER
ON

R-JAN05

Transformer
VA Rating Model Primary Fuse

F1 and F2
Secondary Fuse

F3
Approx. Weight

(LBS)

1000 �STDSD    05 FRSR 3 FRNR 10 57

1500 �STDSD    03 FRSR 4 FRNR 15 68

2000 �STDSD    01 Á FRSR 6 FRNR 20 72

3000 �STDSD    15 FRSR 8 FRNR 25 81

List

$1,434.00

Price

$1,484.00

$1,528.00

$1,594.00

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

switch with max 200 kA short circuit 
protective current
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TRANSFORMER DISCONNECT
TDFSABB SERIES 

The   Daykin  TDFSABB  Series  is  a  
NEMA    12    enclosed    transformer 
disconnect  with  a  flange mounted  
disconnect switch.   The enclosure is 
designed to mount in plant columns.

Features
• All enclosure seams continuously

welded
• Continuous hinged door with

gasketing
• Overcurrent protection provided.

Pr imary fuses CLASS CC,
secondary fuses 13/32" x 11/2"

• Lockable ABB 30 Amp disconnect
switch

• Many options available - contact
the factory

R-JAN05

www.daykin.com
LIVONIA, MICHIGAN

Transformer
VA Rating Model Primary Fuse

F1 and F2
Secondary Fuse

F3
Approx. Weight

(LBS)

1000 – FNQR   5 FNM 10 48

1500 – FNQR   8 FNM 15 60

2000 – Á FNQR 12 FNM 20 63

3000 – FNQR 15 FNM 25 70

List

$1,844.00

Price

$1,966.00

$2,077.00

$2,126.00

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

TDFSABB    05

TDFSABB    03

TDFSABB    01

TDFSABB    15

• Fused disconnect switch with 200kA
interrupting capacity
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The Daykin TDFSCH Series is a NEMA
12 enclosed transformer disconnect
with a flange mounted disconnect
switch. Enclosure designed to mount
in plant columns.

Features
� All enclosure seams continuously

welded
� Continuous hinged door with

gasketing
Overcurrent protection provided.
Pr imary fuses CLASS RK-5,
secondary fuses 13/32" x 11/2"

� Lockable Cutler Hammer 30 Amp
disconnect switch

� Many options available - contact
the factory

TRANSFORMER DISCONNECT
TDFSCH SERIES

www.daykin.com
LIVONIA, MICHIGAN

R-JAN05

�

Transformer
VA Rating Model Primary Fuse

F1 and F2
Secondary Fuse

F3
Approx. Weight

(LBS)

1000 �TDFSCH    05 FRSR 3 FNM 10 60

1500 �TDFSCH    03 FRSR 4 FNM 15 72

2000 �TDFSCH    01 Á FRSR 6 FNQ 20 75

3000 �TDFSCH    15 FRSR 8 FNQ 25 82

List

$1,899.00

Price

$2,021.00

$2,126.00

$2,182.00

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352
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TRANSFORMER DISCONNECTS
OPTIONS AVAILABLE

Add List
Suffix Adder

Add or substitute a 115 VAC Ground Fault Circuit Interrupter
with 15 amp receptacle and maximum feed through
protection of 20 amps. G Consult Factory 80.00

Add Ground Fault Lights and ungrounded secondary . K Consult Factoryy385.00

To order Less Receptacle where receptacle is standard. L N/C

Substitute Ungrounded Secondary circuit in place of N Consult Factoryy 30.00
grounded circuit.

Substitute Grounded Secondary circuit in place of O N/C
ungrounded circuit.

Add Power On pilot light where light is not standard. P Consult Factory95.00

Substitute Shielded Transformer in place of standard one. S 10%
to list price

 label affixed inside enclosure door upon request. U N/C

To order With Receptacle where receptacle is not standard. W Consult Factory$ 25.00

Special Voltage Transformers available. — Consult
Factory

 certified Transformer Disconnects. — Consult
Factory

Please note that any change in voltage, frequency, interrupting capacity or any combination of the
above features may change the enclosure dimensions.

When ordering, please indicate catalog number and operating voltage.

R-JAN05

www.daykin.com     34425 SCHOOLCRAFT RD.     LIVONIA, MI 48150     (734)261-3310     FAX (734)261-3352

Add additional Fuse to secondary side. F Consult
Factory

Fused disconnect switch with 200 kA interrupting capacity
when high I/C is not standard.

B Consult
Factory


